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Village of Hines Creek Contract: 201-05329-00
Village of Hines Creek Sidewalk Rehabilitation

NOTE TO BIDDERS

For information regarding this project, you may contact Leanne Walmsley, Chief Administrative
Officer for the Village Of Hines Creek at 780-494-3690 or her representing Consuliant;

Josh Warkentin

WSP

9020 - 90" Street

PO Box 7766 Station Main
Peace River, AB T851T3
FPhone: 780-624-5631

Fax: 780-624-3732

Email: josh.warkentin@wsp.com

There will be no pre-tender meeting for this contract.

Tenders must be received no later than 2:00:59 p.m. local time on August 31, 2020 at WSP
(reception) Counter in Peace River, Alberta.

It shall be the Bidder's responsibility to confirm with the Owner that its Tender has been
received prior to Tender closing.

Tenders will be opened at 2:01 p.m. local time on August 31, 2020 at the WSP office Public
may be present.

Facsimile changes to the unit price schedule will be accepted. Facsimile (FAX) messages may
be sent to 780-624-3732, marked “ATTENTION: JOSH WARKENTIN, CONTRACT OPENING”
on a copy of Form C58 found in this Tender package. To be acceptable, the form must be
received no later than the time and date set for the receipt of the Tender.
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INSTRUCTIONS TO BIDDERS

1. INSTRUCTIONS TO BIDDERS
1.1 CONDITIONS FOR TENDER SUBMISSIONS
Bidders may submit Tenders at the following location only:

WSP

9020 — 90" Street

PO Box 7768 Station Main
Peace River, AB 78S 1T3
Phone: 780-624-5631

Bidders may submit Tenders only up to 2:00:59 p.m. local time on August 31, 2020.
Bidders must submit Tenders on the forms issued with this Tender Document.

It shall be the Bidder's responsibility to confirm with the Owner that its bid has been received
prior to Tender closing.

When submitting a Tender, all pages entitled “Tender Forms” and all Addenda issued by the
Village of Hines Creek and/or WSP must be submitted sealed in an envelope; addressed to
Josh Warkentin at the above-noted address, marked “Tender for Construction” with the Tender
number, time and date of Tender opening clearly marked on the lower right-hand corner of the
envelope.

A Bidder must indicate its name and address clearly in the upper left-hand corner of the
envelope so that the Tender submission can be identified. The pre-addressed envelope issued
with the Tender documents should be used whenever possible.

1.2 PROJECT INQUIRIES

For information regarding this project, you may contact Leanne Walmsley, Chief Administrative
Officer for the Village of Hines Creek at 780-494-3630 or her representing Consultant;

Josh Warkentin

WSP

9020 — 90" Street

PO Box 7766 Station Main
Peace River, AB T85 1T3
Phone: 780-624-5631

Fax: 780-624-3732

Email: josh.warkentin@wsp.com

1.3 PRE-TENDER MEETING
There will be no pre-tender meeting for this contract.

\\\I)
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INSTRUCTIONS TO BIDDERS

1.4 CONTRACT INFORMATION DOCUMENTS
1.4.1 Reference Plans and Drawings

Referenced plans and drawings which are not bound in this Tender Document or found in
Government of Alberta Transportation’s Standard Specificalions for Highway Construction
(Edition 16, 2019) will be available for viewing in the WSP office in Red Deer, Alberta.

These plans will be included in the Contract Dacument presented to the successful Bidder.
Bidders wishing to order copies of the plans during ithe Tendering period may purchase them for
$50.00 per set from WSP, 9020 90" Street, Peace River, Alberta, Telephone 780-624-5631.

1.4.2 Full Size Plans and Drawings

Full size plans and drawings for this Tender are available for viewing at the WSP office in Peace
River, Alberta.

1.5 PLANS AND DRAWINGS
1.5.1 General

Electronic (.PDF) copies of all separate plans and drawings listed in the tender document may
be viewed and/or downloaded, from the following website:

— BuildWorks Canada www.buildworkscanada.com.

Copies of these drawings will be provided to the successful bidder.
1.6 TENDER DOCUMENT DISCREPANCIES

In the event of a discrepancy between tender documents downloaded from the BuildWorks
Canada website and documents obtained from any other source, the tender documents
downloaded from the Alberta Purchasing Connection website shall be deemed to be correct.

Bidders shall promptly notify the contact identified in Instructions to Bidders Section 1.12,
Project Inquiries, upon discovery of any such discrepancies.

1.7 TENDER SUBMISSION REQUIREMENTS
1.7.1 Bidder Information

The tender must be submitted by a single individual, partnership, corporation, or company. Joint
Ventures are not permitied to bid unless expressly authorized in the tender documents. For all
Bidders, the legal name and address to which all notices or letiers are to be mailed must be
given in addition to the signature of the individual or one of the officers of the partnership,
corporation or company with authority to bind the Bidder.

1.7.2 Completing Unit Price Schedule
The "Unit Price Schedule™ must be completed by:

- Filling in all blank spaces under the headings "Unit Price”, and "Estimated Quantity"
where applicable, and the "Total Bid"; and
~ Filling out the schedule as follows:

a) Unit Price
For bid items where the estimated quantity is fixed and the Bidder is required to provide
a unit price, insert the unit price in the “Unit Price” column and insert the total for each

\\\I)
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INSTRUCTIONS TO BIDDERS

item in the "Total Bid" column; (in case of discrepancy, the unit price figure will take
precedence over the total in the “Total Bid” columny;

b) Lump Sum
For bid items where the Bidder is required to provide a lump sum, insert the lump sum

amount in the "Total Bid" column. Only the amount in the “Total Bid” column will be
used in calculating the Total Tender;

c} Estimated Quantity

For bid items where the unit price is fixed and the Bidder is required to provide an
estimated quantity (for example site occupancy), insert the estimated quantity in the
“Estimated Quantity” column, and insert the total for each item in the "Total Bid" column;
(in case of discrepancy, the estimated quantity figure in the “Estimated Quantity” column
will take precedence over the total in the “Total Bid” column). The “Estimated Quantity”
must be a whole number. If the number includes decimals, the Owner will round to the
nearest whole number with .5 being rounded upwards; and

d) Total Tender
Insert the sum of all amounts in the “Total Bid” column in the space marked "Total
Tender in Canadian dollars excluding GST".

Prices must not exceed two decimal places. If a submitted unit price schedule contains prices
exceeding two decimal places, the Village of Hines Creek will round to the nearest two decimal
places with .005 being rounded upwards. Bidders will be bound to such rounded amounts.

1.7.3 Acknowledging Addenda

Addenda, when issued, form part of the Tender Document. The Bidder shall acknowledge
receipt of each Addendum in the space provided on the Tender forms. The individual items
included in the Addendum shall be added, deleted or changed in accordance with the
instructions contained in the Addendum letter.

During the Tendering period, all Addenda issued by the Owner will be sent by fax, email, or
courier to the address for all Parties recorded by the Owner or Consultant as having received
hard copy Bid Documents, at the time the Addenda is issued. Bidders who have obtained Bid
Documents from any source other than the Owner may not automatically receive Addenda via
fax, email, or courier. Notwithstanding any other provision of this Tender, each Bidder shall
ascertain, prior to the time fixed for receiving tenders, that it has received all Addenda issued by
the Owner.

When an Addendum is issued by the Owner, the covering letter containing instruction regarding
the Addendum shall be attached to the inside front cover of the “Contract and Specifications”
book. The individual items included in the Addendum shall be inserted in accordance with the
covering letter. Addenda, when issued, form part of these Contract Documents.

1.7.4 Tender Security

The Undersigned encloses herewith as a deposit, a bid bond (along with a Consent of Surety)
or a cerified cheque payable to the Village of Hines Creek of the Province of Alberta for ten
percent (10%) of the Tender Bid Amount. Tenders not accompanied by tender security will be
rejected as non-compliant,
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INSTRUCTIONS TO BIDDERS

The undersigned hereby agrees that if, within twenty-one (21) days after the Contract is
presented to him for signature, hand delivered or sent by registered mail or courier addressed to
him at the address stated in the Tender, the undersigned refused or fails:

a) to sign and return to the Village of Hines Creek the Contract for the performance
of the Work and the supplying of Materials covered by this Tender; or

b) to provide security and insurance as required by the Specifications,

the bid bond or deposit shalt be subject to forfeiture to the Village of Hines Creek, and if a
Contract for that Work and Material is then entered into with some other person for a greater
amount, the Undersigned is liable to the Village of Hines Creek in the amount equal to the
difference between the amount of his Tender and the amount of the Contract actually entered
into; the maximum not exceeding the amount of the security required under this section.

The bid bond shall be enforceable for the earlier of the tender acceptance period as specified in
the Instructions to Bidders or until the bond’s principal enters into the formal contract.

A bid bond that is a copy or improperly completed or execuled may cause the tender to be
rejected as non-compliant if, in the Village of Hines Creek judgment, this would potentially
render the bid bond unenforceable.

All costs associated with acquiring bonding must be covered within the Bidders Contract price.
1.7.5 Safety Prequalification

As a precondition to contract award, the Bidder must have a valid Certificate of Recognition
(COR) or a valid Temporary Letter of Certification (TLC), or a Certificate of Recognition
Equivalency Letter (COREL) for out of province Bidders, as issued by the Alberta Construction
Safety Association (ACSA) or ancther certifying partner authorized by the Alberta Ministry of
Labour to issue CORs, TLCs or CORELs. The COR, TLC or COREL must be relevant io the
Woark. Possession of a Certificate of Recognition other than a COR, TLC or COREL, such as a
Small Employer Certificate of Recognition (SECOR) is not acceptable.

Bidders may be required to submit evidence of safety qualifications by the earlier of:

i) The date that the Village of Hines Creek may request in writing, or
ii) Seven days before expiry of the tender acceptance period.

Prospective Bidders who do not possess a COR, TLC or a COREL and wish to obtain
information about obtaining one, are advised to contact:

The Alberta Construction Safety Association ~ Telephaone: (780) 453-3311 or

225 Parsons Rd. S.W. (TollFree) 1-800-661-2272
Edmonton, AB, T6X 0W6 Fax: (780) 455-1120 or
Web Site: www.acsa-safety.org 1-877-441-0440

E-mail: Edmonton@acsa-safety.orq

or another certifying partner authorized by Alberta Ministry of Labour.

It is the Bidder's responsibility to ensure its registration in the program is properly documented
with the issuing certifying partner. The Owner will assume no lability for errors or omissions in
this regard.

Ws1)
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INSTRUCTIONS TO BIDDERS

The Bidder must maintain a valid registration throughout the course of the Contract.
1.8 REJECTION OF TENDERS

The Owner reserves the right to accept or reject any or all Tenders and to waive irregularities
and informalities at its discretion. The Owner reserves the right to accept a Tender other than
the lowest Tender without stating reasons. The Owner has the right to award the work to
whomever it chooses, in its sole and unfettered discretion, and for whatever reasons the Owner
deems appropriate. By the act of submitting its bid, the Bidder agrees that any claim the Bidder
may have in relation to the award of the work by the Owner is limited to damages for the
reasonable cost of preparing the bid and that the Bidder has no right to seek loss of anticipated
profit.

Without limiting the generality of the foregoing, the Owner may consider any other factor
besides price and capability to perform the work that it deems in its sole discretion to be relevant
to its decision including but not limited to the following:

any past experience with the Bidder, or lack thereof;

the results of any reference check done by the Owner;

information relating to the financial state of the Bidder, however obtained.
show any alteration of form;

omit any required information or are illegible;

contain qualifications to the bid, or additions not called for;

are conditional or alternative bids;

are incomplete bids; or

contain prices, which are unbalanced.

Is accompanied by an insufficient certified cheque, irrevocable letter of credit or by a Bid
Bond in an unsatisfactory form.

The Village of Hines Creek reserves the right to waive an irregularity or non-compliance where
the Vilage of Hines Creek deems the irregularity or neon-compliance to be minor or
inconsequential. The determination of what is or is not a minor or inconsequential irregularity or
non-compliance, and the determination of whether to waive or not waive the irregularity or non-
compliance, is at the Village of Hines Creek sole discretion.

The lowest priced compliant Bidder may be required to supply evidence of experience,
qualifications, equipment, ability and financial capability for completing the project(s) before the
Contract is executed. Lack of any of these will be considered sufficient cause for rejecting the
tender.

In addition, failure to satisfactorily complete previous construction contracts with the Village of
Hines Creek, or avoidable delays in completing such coniracts, will be considered sufficient
cause for rejecting any tender.

1.9 TENDER DATE CHANGES AND CANCELLING OF TENDERS

The Owner may extend the date and time for receiving tenders, or the Owner may amend,
suspend, postpone or cancel this tender at any time.

\\SP
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INSTRUCTIONS TO BIDDERS

1.10 DISQUALIFICATION OF BIDDERS

Only one tender per Bidder will be considered. Reasonable grounds for believing that any
Bidder is interested in more than one tender for the Work, in the capacity of the Contractor, may
cause the rejection of all tenders in which such Bidder is interested.

Any or all tenders will be rejected if there is reason to believe that collusion exists among the
Bidders, and none of the participants in such collusion will be considered in future tenders.

1.1 BIDDER'S INVESTIGATION AND REPRESENTATION

The Bidder must examine the contract forms and tender documents, including plans, drawings,
specifications, and special provisions, to clearly understand the requirements of the project(s)
and to carefully investigate and satisfy themselves of every condition affecting the project(s),
including the site conditions and the labour and material to be provided. The contract Standard
Specifications and General Specifications are available on the Alberia Transportation web site
at https://www.alberta.ca/construction-contract-templates.aspx. The Bidder agrees that
submission of a tender is conclusive evidence that the Bidder has made such investigation; and
that, whether or not he has so investigated, he is willing to assume and does assume all risk
regarding conditions affecting the project.

The Bidder acknowledges and agrees that, where provided, any information pertaining to
subsurface soil, rock and groundwater conditions indicated on the borehole/test pit logs shown
on the drawings: 1) has been obtained for design purposes; and 2) is valid only at the specific
locations of the boreholes/test pits and only on the date(s) that the subsurface investigation(s)
took place. Bidders may wish to supplement this information, for their purposes, by performing
additional investigations.

The submission of a tender also constitutes a representation bythe Bidder that:
(i) the Bidder has complied with all bidding requirements;

(i) the Bidder is qualified and experienced to perform the Work in accordance with the
tender documents;

(ili) the bid is based upon performing the Work in accordance with the tender documents,
without exception; and

(iv)  the price or prices stated in the tender cover all the Bidder's obligations under the
Contract and all matters and things necessary for the performance of the Work in
accordance with the tender documents.

1.12 WITHDRAWAL OR CHANGE OF TENDER
1.12.1 Withdrawal of Tender Submission
A Bidder may withdraw its tender by submitting a request in writing signed by the Bidder. The
request must be received:

) in the location set out in Instructions to Bidders Seclion 1.1, Conditions for Tender
Submission; or
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INSTRUCTIONS TO BIDDERS

° if the request is submitted by fax it must be sent to 780-624-3732, marked “ATTENTION:
JOSH WARKENTIN, CONTRACT OPENING” and all pages must be fax date stamped
prior to the time fixed for receiving tenders.

1.12.2 No Withdrawal
No Bidder may withdraw a tender at or after the time fixed for receiving tenders until:

a) some other Bidder has entered into a Coniract with the Village of Hines Creek for the
periormance of the project specified in these tender documents; or

b} thirty-five (35) calendar days after the time fixed for receiving tenders unless the Village
of Hines Creek has notified the bidder that they are the successful bidder;

whichever occurs first.

The 35 day acceptance period referred to above will commence at 11:59:00 p.m. of the date of
tender closing and will terminate at 11:59:00 p.m. of the 35th day thereafter. If the 35th day falls
on a weekend or statutory holiday, such day(s} will be omitted from the computation.

1.12.3 Changes to Tender Submissions

A Bidder wishing to make changes to its tender before the time set for receiving tenders may
withdraw the tender submission and the modified tender may then be resubmitted in an
addressed and sealed envelope in compliance with Instructions to Bidders Section 1.1,
Conditions for Tender Submission, up to the time and date set for receiving tenders. Bidders are
advised that requests for withdrawal of tender submissions must comply with Instructions fo
Bidders Section 1.12.1, Withdrawal of Tender Submission.

Alternatively, if this change is to the unit price schedule only, the Bidder may send a facsimile
(FAX) message to 780-624-3732, marked “ATTENTION; JOSH WARKENTIN, CONTRACT
OPENING” on a copy of Form C58 found in this Tender package. To be acceptable, the form
must be completed in full including the legal name of the Bidder and the changes to be made,
and it must be signed by an authorized officer of the Bidder and received before the time and
date set for the receipt of the tender in accordance with the Instructions to Bidders Section 1.1,
Conditions for Tender Submission.

The Owner and the Consultant accept no responsibility for faxed changes. It is the Bidder's
responsibility to confirm receipt of any faxed changes.

The Bidder is responsible for ensuring its modifications are received before the time fixed for
receiving tenders and are legible, clear as to the intent, unambiguous, and comply with the
terms of the tender document. Failure of the Bidder to do the foregoing will render these
modifications nult and void. The Village of Hines Creek assumes no responsibility or liability for
the content of modifications, or for modifications that are, for any reason, delayed, illegible,
unclear as to intent, ambiguous, contrary to these instructions, or otherwise improperly received.
The Village of Hines Creek, at its sole discretion, may reject modifications in accordance with
the terms of the Tender Amendment Form or may reject the tender in accordance with
Instructions to Bidders Section, Rejection of Tenders Section, or both.

Prices must not exceed two decimal places. If a submitted unit price schedule change contains
prices exceeding two decimal places, the Village of Hines Creek will round to the nearest two
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INSTRUCTIONS TO BIDDERS

decimal places with .005 being rounded upwards. Bidders will be bound to such rounded
amounts.

The *“Tender Amendment Form”, if applicable, must be completed by identifying only the
changes required:

a) Estimated Quantity Changes

For bid items where the unit price is fixed and the Bidder is required to provide an
estimated quantity {for example site occupancy), show the amount of the increase or
decrease of the quantity in the “Estimated Quantity Changes + or -” column and the total
value of the change in the “Net Change to Total Bid + or -” column. Use the unit price as
it appears in the unit price schedule as the unit price in the Tender Amendment Form.

In case of discrepancy, the estimated quantity figure in the “Estimated Quantity Changes
+ or -" column wifl take precedence over the amount in "Net Change to Total Bid + or -
column, and the unit price in the unit price schedule W|IE take precedence over the unit
price in the Tender Amendment Form;

b) Unit Price Changes

For bid items where the Bidder is required to provide a unit price, show the amount of
the change to the unit price in the “Unit Price Ghanges + or -" column, and the total for
each change in the “Net Change to Total Bid + or -” column. Use the estimated quantity
as it appears in the unit price schedule as the estmated quantity in the Tender
Amendment Form.

in case of discrepancy, the change to the unit price figure in the "Unit Price Changes +
or -” column will take precedence over the total change in the “Net Change to Total Bid®
column;

C) Lump Sum Changes

For bid items where the Bidder is required to provide a lump sum, leave a blank space in
the “Unit Price Changes + or -” column, and enter the amount of the lump sum change in
the “Net Change to Total 8Bid + or -” column; and

d) Net Change to Total Bid

Show the sum of all items in the "Net Change o Total Bid + or -" column in the space
after “Increase {+) or Reduce (-) Total Tender By”".

If arithmetical errors are discovered, the changed estimated quantities or unit prices, as
applicable, will be considered as representing the Bidder's intentions; and the net change to total
bid price extensions and the change to total tender amount entered in the Tender Amendment
Form will be corrected accordingly by the Village of Hines Cresk. The Bidder will be bound to
such corrected amounts.
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INSTRUCTIONS TO BIDDERS

1.13 TENDER VALIDATION

The Owner will check the completeness and accuracy of all Bidders' tender submissions in
order to determine the lowest compliant bid.

Extensions to unit price items and estimated quantity items entered in the unit price schedule
will be verified by the Owner. If arithmetical errors are discovered:
o for unit price items, then the unit prices will be considered as representing the Bidder's
intentions;
e for estimated quantity items, then the estimated quantity will be considered as
representing the Bidder's intentions
and the unit price or estimated quantity extensions and the Total Tender amount in the unit price
schedule will be corrected accordingly by the Owner. The Bidder will be bound to such corrected
amounts.

If an estimated quantity or unit price is not filled in by the Bidder for an item, but an amount is
stated in the Total Bid column, then the Owner will determine:
« the unit price by dividing the extended amount by the estimated quantity and this unit
price value will be considered as representing the Bidder's intentions; or
* the estimated quantity by dividing the extended amount by the unit price and this
estimated quantity will be considered as representing the Bidder's intentions.
The Total Tender will be the arithmetically correct sum of the arithmetically correct total bid
extensions and [ump sums inthe unit price schedule.

1.14 CONTRACT AWARD CONSIDERATIONS

Where the Contract contains deletable bid items, the Owner reserves the right to make the
award based on either the inclusion or deletion of such bid items. Regardless of the option
chosen, no separate or additional payment will be made.

The Contractor is further advised, that due to budgetary considerations, the Owner reserves the
right to modify the work limits and/or the work quantities either up or down to achieve budgetary
requirements. The Contractor agrees such modifications shall not be considered as a waiver of
any condition of the Contract, nor as invalidating any of the provisions thereof, nor shalt any
changes be made in the Coniract unit prices on account of such modifications, but the same
unit prices shall apply as if no modification had been made.

The Owner reserves the right to not award the Contract. The Contractor shall have no claim
against the Owner should the Owner exercise its right to not award the Contract.

1.15 SIGNED CONTRACT PACKAGE

The Contract Forms, Statutory Declarations and any other applicable forms and schedules will
be completed by the successful Bidder and included in the signed Contract.

1.16 SPECIFICATIONS, SPECIAL PROVISIONS AND STANDARDS, HIERARCHY
OF DOCUMENTS

The following documents apply to this Instructions to Bidders. These documents can be found
either in the tender documents or on the Department website. General Specifications are found
in General Specifications and Specification Amendments for Highway and Bridge Construction.
Specification Amendments are included in section 6 of the tender document and in the General
Specifications and Specification Amendments for Highway and Bridge Construction. In the
event of discrepancies, the hierarchy of documents is as follows, in descending order:
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INSTRUCTIONS TO BIDDERS

Instructions to Bidders

Special Provisions

Project specific construction plans
Standard construction plans
Specification Amendments
Supplemental Specifications
General Specifications

Standard Construction Specifications

In the event of a difference between scaled dimensions on Plans and the figures written
thereon, the figures govern. In the event that two or more plans show conflicting information, the
information on the mos! recently dated plan govern.

Any technical and manufacturer's standard, Government Act, Regulation, or Code of Practice
referred to in the Contract documents will be a reference to the version current at the time the
Contract is awarded.
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INSTRUCTIONS TO BIDDERS

1.17 CONTRACTOR’S CHECKLIST
The following items have been included in the tender package submission:

1) Bid Bond or Certified Cheque (Bid Security — All Bidders) __initial
2) Consent of Surety _initial
3) All pages headed "Tender Forms” ____initial
4) Tender Amendments {if applicable) __initial
5) Bidder's Schedule ___initial
6) Signed and Sealed Tender _____initial
7) Addenda (if applicable) . initia
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2. TENDER FORMS
2.1 BIDDER’S SCHEDULE FOR WORK

Bidders are required to submit, along with their Tender, this schedule sheet showing their
proposed starting date and completion date of this project.

Project Starting Date *Completion Date

Vilage of Hines Creek Sidewalk
Rehabilitation

QOther Projects

*N.B. Completion dates that exceed the Contract Completion Date will be
considered a conditional or alternative bid and may be rejected.

Contractor's Signature : Date
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TENDER FORMS

2.2 TENDER FOR CONSTRUCTION
To the Chief Administrative Officer for the Village of Hines Creek of the Province of Alberta:

(Name of Contractor)

the undersigned hereby Tenders and agrees to execute and construct all work of every
description required in the construction and final completion of the following work:

VILLAGE OF HINES CREEK SIDEWALK REHABILITATION
10" Street, 2 Avenue North & South, 1%t Avenue, Gov't Road & School Crossing

Monolithic Curb and Guiter, Concrete Sidewalk, Asphalt Concrete Pavement
and Other Work

in strict accordance with the plans and specifications, for the unit prices in the unit price
schedule enclosed.

The undersigned acknowledges receipt of the folfowing Addenda,

which shall form part of the Tender Document.
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TENDER FORMS

23 UNIT PRICE SCHEDULE
Bid . : - R .
ltem Description Estimated Quantities Unit Price Total Bid

Mokbilization

1 {1.2.9) 1 lump sum 3
Site Occupanc

2 (1.2.41) pancy days $1500.00 per day $
Subgrade Excavaticn 5 per cubic

3 (3.1.3) {Special Provisions) 200 m 8 metre §
Geagrid o per sguare

4 (Special Provisions) 1o m $ metre $
Granular Fill bi

5 | Designation 2, Class 25 100 m® 5 percudic 1

metre

(3.8.5) (5.2.5)
Asphalt Concrete Pavement (EPS)
Mix Type M1 (PG 52-34) (75 mm o per square

6 Thickness) 475 m $ metre $
{3.50.7) {Special Provisicns)
Asphalt Concrete Pavement (EPS)
Mix Type M1 (PG 52-34) (120 mm 2 per square

6 Thickness) 1o m § metre 3
{3.50.7) (Special Provisions)
Concrete Surface — Remove and r square

7 | Dispose 961 m? $ per squ $

(2.17.4) (Special Provisions}) metre

Concrete Structures — Remove and
8 Dispose 2 units 5 per unit 5
(2.17.4) {Special Provisions)

Remove and Salvage or Dispose
9 Paving Stones 345 me $
(Special Provisions)

persquare | ¢
metre

Concrete Sidewalk 262

persquare | ¢
{4.2.5) {Special Provisions) ’

10
metre

Monolithic Sidewalk, Curb and Gutter
11 | (1.2m Wide) 317 m 3 per metre S
(4.2.5) (Special Provisions)

Manolithic Sidewalk, Curb and Gutter

12 | {2.4m Wide) 176 m $ per metre E)
{4.2.5) (Special Provisions})
Concrete  Sidewalk -~ Reinforced
13 | Crossing {1.2m Wide) 164 m2 $ pe;ﬂs;g:re $
(4.2.5) (Special Provisions)
Curb and Guitter (Straight Faced) : .
14 {4.2.5) (Special Provisians) 37 m L R per metre $
Supply and Instafl Catch Basin . . i
15 (2.10.5) (Special Provisions) 1 units — per unit $
Pararamp . . .
16 (Special Provisions) 1 unitg 5 per unit $
Gravel Driveway Restoration 2 per square .
7 (Special Provisions) 275 m — metre 3
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TENDER FORMS

itBeIrc:1 Description Estimated Quantities Unit Price Total Bid
Topsoil — Supply and Place 2 per square .
19 {2.6.4) (Special Provisions) 1.000 m LI metre 3
Broadcast Seeding 3 per square -
20 1,000 m $ mele $

(2.20.4) (Special Provisions)

Supply and Install Sidewalk Sterm
21 | Drain — Metal Grate 1 units ] per unit $
{Special Provisions)

22 g.i%s-ts;/alve 4 units % per unit $
2 | Gt tate e 1 wosn |3
o | GemosEig oot s s | e s
25 | Approach Removal and Ditch Grading i units B per unit %

TOTAL TENDER | §
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TENDER FORMS

24 AGREEMENT

Should this Tender be accepted, the undersigned agrees to enter into written agreement with
the Village of Hines Creek for the faithful performance of the works covered by this Tender, in
accordance with the said plans and specifications and complete the said work on or before
June 30, 2021.

\\\P



Village of Hines Creek -17 -

Contract: 201-05329-00
Village of Hines Creek Sidewalk Rehabilitation

TENDER FORMS

2.5

TENDER SIGNING AND SEALING

An authorized signing officer shall affix his signature to this Tender. The Tender shall be either
sealed with the Company Seal, or the Affidavit of Execution of the Witness shall be completed.
Failure to comply may result in the Tender being rejected.

AFFIDAVIT OF EXECUTION
CANADA
PROVINCE OF ALBERTA
TO WIT:

1, of the of
‘ in the Province of
make oath and say:

That | was personally present and did see

named in the annexed instrument, and who is known
to me to be the person named therein, duly sign and
execute the same for the purposes named thersin;
that the same was executed at the of

in the said
Province, and that | am the subscribing witness
thereto;

That | personally know the said
and he is in my
belief of the full age of eighteen years.

SWORN before me at the of

in the Province of Alberta, this day of

20

Witness Sign Here

A Commissioner for Qaths in and for the
Province of Alberta.

(Seal)

Contractor's Name (Company Name)

Authorized Signature

Signature Printed

Address

Postal Code

Contractor’s Telephone Number

Witness

Date
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3. CONTRACT FORMS
VILLAGE OF HINES CREEK CONTRACT {Page 1)
THIS Agreement made and concluded in triplicate as ofthis day of
, 20__, between the Village of Hines Creek (hereinafter called “the
Village”) of the first part and of the
in the Province of (hereinafter called “the Contractor”) of the

second part.

WITNESSETH, that for and in consideration of the covenants and agreements on the
part of the Village, hereinafier contained and the prices hereinafter mentioned, the Contractor
for himself, his executors, administrators and assigns, covenants and agrees with the Village to
do, furnish and perform the works, materials, matters, and things required to be done, furnished
and performed, in the manner hereinafter described, in connection with the following work or

works, namely:

VILLAGE OF HINES CREEK SIDEWALK REHABILITATION
10" Street, 2" Avenue North & South, 15! Avenue, Gov't Read & School Crossing

Monolithic Curb and Guiter, Concrele Sidewalk, Asphalt Concrete Pavement
and Other Work

in strict accordance with the plans and specifications of said work hereto attached, and to
deliver the same over, complete and fully finished in every particular to the Village on or before
June 30, 2021,
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CONTRACT FORMS

VILLAGE OF HINES CREEK CONTRACT (Page 2)

It is mutually agreed that the attached Tender or proposal and bond of the Contractor,
together with the plans, specifications and any special provisions herein designated and
referred to are hereby made and shall be considered part of this Agreement the same as if

herein fully set forth.

IN CONSIDERATION WHEREOF, and upon the Confractor fully completing and
executing in every particular the work herein contracted for within the time hereinbefore set out,
and upon the said Contractor satisfying the said Village thal all just claims for labour and
materials and for damages in connection with the work have been paid, the said Village
covenants, promises and agrees to pay unto and to the said Contractor for the actual amount of
work done and materials in place at the unit prices stated in the Contractor's attached proposal

or Tender.

IN WITNESS WHEREQF, the Contractor has hereunto set his hand and seal as of the
day and year herein mentioned, and these presents have been signed and sealed by the
representatives of the Village, on behalf of the VILLAGE OF HINES CREEK.

SIGNED, SEALED AND DELIVERED BY
THE CONTRACTOR IN THE PRESENCE OF:

Contractor (Authorized Signature)

Witness Contractor (Printed Name)

SIGNED AND SEALED ON BEHALF OF
VILLAGE OF HINES CREEK

per

per

Witness
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4. TENDER AMENDMENT FORMS

, the undersigned, modify the unit price schedule for
{Legal Name of Bidder)

our tender as shown in the following table:

—

UNIT PRICE SCHEDULE CHANGES
Replaces previous Unit Price Schedule Changes

ITEM [ Description Estimated Unit Net Change to Total
No. ) Quantity Price!® Bid
[List bid items that require change to Changes +0r-
estimated quantity] +or-
day
day
iTem | Description Estimated Unit Net Change to Total
No. fList bid items that require change to Quantity® | Price Changes'® Bid@
unit price or lump sum] +or- +0r—

INCREASE (+) OR REDUCE (-) TOTAL TENDER BY:
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TENDER AMENDMENT FORMS

For estimated quantity items state the unit price as it appears in the unit price schedule.

For unit price or lump sum items state the estimated quantity as it appears in the unit price schedule.
For lump sum items leave “Unit Price Changes + or =" column blank.

For lump sum items enter + or - the change amount in the “Net Change to Total Bid + or -".

if required, additional amendment items may be added or attached to this form.

Each Bidder shall ascertain before tender submission that it has obtained all addenda issued by the
Department and by signing the Tender Amendment Form acknowledges that all issued addenda have been
examined, read, and considered in their bid.

We also acknowledge and agree that:

1.

This change supersedes all previous changes including those to other bid items. Previously submitted
changes are null and void.

2. We accept full responsibility for any lack of confidentiality arising from the use of this process.
3. Failure of these modifications to be received, on time, legibly, clear as to intent, unambiguously, accurately

or completely for any reason will render these madifications null and veid.

being
Signature Position in Company

of dated
Company Name Date

Neither the Village of Hines Creek nor the Consultant is responsible for faxed

amendments not being received.
- Form C58 -
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5. SPECIAL PROVISIONS

5.1 STANDARD SPECIFICATIONS, SPECIFICATION AMENDMENTS AND
TYPICAL DRAWINGS

All reference to “Specifications” in this Tender document will be understood to mean
Government of Alberta — Transportation’s Standard Specifications for Highway Construction
(Edition 16, 2019) unless otherwise noted.

5.1.1 Definitions

The word “Owner” or "Department” shall mean the “Village of Hines Creek.”

The word "Minister” shall mean the person holding the position or acting in the capacity of the
Chief Administrative Officer for the Village of Hines Creek or his duly appointed representative.

51.2 Goods and Services Tax (G.S.T.)

Bid prices are to exclude the Goods and Seivices Tax on all materials and services supplied by
the Contractor and incorporated into the work.

The Owner will include the applicable Goods and Services Tax payment on the monthly and
final progress payments.

5.1.3 Government of Alberta - Transportation Nameichange

Due to government reorganization, the Government of Alberta — Transporiation name has
changed. As a result, some specifications, drawings, plans and other documents in this contract
may continue to reference Alberta Infrastructure and Transportation, Alberta Infrastructure,
Alberta Transportation and Utilities, or Alberta Transportation. Please be advised that any
references to Alberta Infrastructure and Transportation, Alberta Infrastructure, Alberta
Transportation and Ulilities, or Alberta Transportation shall mean Government of Alberta —
Transportation.

5.1.4 Standard Specifications for Highway Construction and Bridge Construction
Work

The specifications for highway and bridge construction work, which shall form part of the
Contract Agreement, are published in the following Government of Alberta — Transporiation
manuals:

Standard Specifications for Highway Construction, Edition 18, 2019

Specifications for Bridge Construction, Edition 16, 2017

General Specifications and Specification Amendments for Highway and Bridge
Construction, Edition 16, 2019

5.1.5 Typical Plans and Drawings

The following additional specifications, typical plans and drawings, which form part of the
Contract Agreement, are available for viewing and/or download from the Alberta Transportation
web site at the following address: www.fransportation.alberta.ca.

Typical minimum requirements for traffic accommodation and construction zone
temporary signing are included in the manual entitted "Traffic Accommodation in Work
Zones Manual, 2™ Edition, 2018".
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It may be necessary for the Contractor to modify these drawings and/or develop new
drawings to address non-typical sitvations when developing the Traffic Accommodation
Strategy in accordance with specification 7.1, Traffic Accommodation and Temporary
Signing.

- Typical minimum requirements for pavement markings are included in the Alberta
Transportation manual entitled "Alberta Highway Pavement Marking Guide, 2™ Edition,
issued March 2003".

- Drawings showing the typical minimum requirements for permanent highway signage
are available through the “Typical Signage Drawings” link.

Drawings showing the typical minimum requirements for barriers are available through
the “Typical Barrier Drawings” and "Roadside Design Guide" links.

- Typical minimum requirements for erosion and sediment control devices are available in
the most recent edition of the "Erosion and Sediment Control Manual", Government of
Alberta — Transportation.

- Typical minimum requirements for highway street lighting devices are included in the
Alberta Transportation manual entitled “Highway Lighting Guide - 2003”.

- All other typical plans and drawings are included in the Alberta Transportation manual
entitled “CB-6 Highway Standard Plates - Revised August 2002”.

Hard copy versions of select manuals are avaitable for purchase from Alberta Transportation,
Strategic Procurement Branch, Suite 303, 3 Floor, Twin Atria Building, 4999 - 98 Avenue,
Edmonton, AB, T6B 2X3. Telephone: 780-415-1068.

Bidders are advised that, from time to time, the Government of Alberta — Transportation may
issue revisions to existing drawings, and/or may insert drawings into the above-mentioned
manuals without re-printing hard-copy editions of the manual. These new and/or revised
drawings will be available on the Government of Alberta — Transportation web site.

Bidders are further advised that any drawing revisions and/or new drawings that are posted on
the Government of Alberta — Transportation web site as of five calendar days prior to the date
set for the opening of tenders, will apply to this Project.

Any standard drawings that are not available on the Government of Alberta — Transportation
web site will be included in the Contract documents.

51.6 Specification Amendments

The following checked off specification amendments as contained in the Government of Alberta
-- Transportation manual entitled General Specifications and Specification Amendments for
Highway and Bridge Construction (Edition 16, 2019) are applicable for this Tender. Those items
not checked off do not apply to this Tender. These documents may contain modifications to the
pay clauses for those specifications which are amended.
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X AMENDMENTS TO SPECIFICATIONS

Designation General Description

SECTION 1 - GENERAL SPECIFICATIONS

AMC_C125.2 Priority Line Painting for Site Occupancy

AMC_C125.3 Non-Priority Line Painting for Site Qccupancy

Amendment to Specification 1.2, General, Re: Construction Staking and Survey — Majority by
X AMC_S53.1 Contractor

Amendment to Specification 1.2, General Re: Construction Staking and Survey — Majority by

AMC_S53.2 Consuitant

Amendment to Specification 1.2, General Re: Construction Staking and Survey for Bridge
AMGC_853.3 Construction
AMC_C230 Amendment to Specification 1.2, General Re: Diesel Fuel Cost Adjustment

SECTICN 3 - SURFACING

Amendment to Specifications 2.3, Grading, 3.1, Subgrade Preparation, and all Base Course
X AMC_S116 Specifications, Re: Tolerances for Surface Finish

Amendments 1o Specification 3.50, Asphalt Goncrete Pavement (EPS), Re: Acceptance
Tasting for Contracts with Small Quantitles (less than 1,000 tonnes) of Asphalt Goncrete
X AMC_S5201 Pavement

SECTION 5 - MATERIALS

AMGC_85.4 Supply of Aggregate — Conltractor's Supply With Option

X AMC_S9.5 Supply of Aggregate — Contractor’s Supply With No Option
AMC_89.6 Supply of Aggregate - Designated Source
AMC_C218 Interim Payment for Supply of Materials

BRIDGE CONSTRUCTION SPECIFICATIONS

Amendment to Specification 1.2, General, Re: Site Offices for Bridge Construction Not
AMC_B020 Required

AMC_B219 Amendment to Specification 1.2, General Re: Course of Construction Insurance is Optional
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5.2 CONTRACT INFORMATION DOCUMENTS

Contract Information Documents including, but not limited to, geotechnical reports,
miscellaneous documents, and reference drawings that may have been provided to the
Contractor, or made available to the Contractor for viewing during the Tender period shall not be
considered part of the Contract Documents.

The Contractor is not entitled to rely upon the factual information or factual data in any Contract
Information Document, nor any opinions or interpretations contained therein. Contract
Information Documents shall not be considered accurate, complete or appropriate, and are
made available solely for the purpose of providing the Bidder with access to the information
available to the Owner.

53 CONSULTANT

For this Tender, the Consultant as defined in Section 1.1.7, “Consultant” and as referenced in
the specifications, will be WSP.

5.4 PRIME CONTRACTOR

The Contractor's attention is drawn to the General Specifications and Specification
Amendments for Highway and Bridge Construction, Edition 18, 2019, Specification 1.2.13,
“Occupational Health and Safety Act,” and Section 1.2.13.1, “Prime Contractor.”

5.5 HOLDBACK ON MONTHLY PROGRESS PAYMENTS

Holdback will be assessed as per Section 1.2.46 in the General Specifications. The Holdback
will be ten (10%) percent for this contract and held for a minimum period of forty-five (45) days
after project completion.

5.6 CONSTRUCTION STAKING

Contrary to Section 1.3 ‘Construction Staking and Survey — Majority by Contractor’ of the
General Specifications and Specification Amendments for Highway and Bridge Construction,

The Consultant will provide:

Culvert installation locations and elevations
One set of baseline stakes with lip of gutter elevations

Interim centreline spotting for traffic accommodation shall be the responsibility of the
Contractor.

Any further or additional staking shall be the responsibility of the Contractor. The Contractor
shall be required to provide a survey aid occasionally to assist the Project Manager in any
measurements or survey requirements during construction.

57 ACCOMMODATION OF TRAFFIC
The Contractor's attention is drawn to Section 7.1, Traffic Accommodation and Temporary
Signing, of the Standard Specifications for Highway Construction.

The Owner reserves the right to modify the Contractor's opsrations if in the opinion of the
Consultant, traffic is being unduly hindered.
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Traffic shall be maintained on the existing roadway throughout the duration of this Contract.
Prior to any prolonged shut down of construction, the Contractor shall ensure that any disturbed
roadway surface is restored to a condition suitable for traffic operations as directed by the
Consultant.

5.8 HAUL ROAD AND DETOUR ROAD MAINTENANCE AND RESTORATION
5.8.1 Haul Road Maintenance

The Contractor shall be responsible for the maintenance and restoration of all haul roads.
Contrary to Section 4.5.3.3. and 4.5.5.2. of Specification 4.5 "Hauling", no payment will be made
by the Owner for the restoration of the Haul Roads damaged by the Contractor's Operations.
This will include but will NOT be limited to any gravel surfacing, dust abatement, asphalt
stabilized base course or asphalt concrete pavement matetials.

5.8.2 Road Use Agreement

The Gontractor shall enter into a Local Road Use Agreement with the Village of Hines Creek.
The agreement will cover the use of local roads as haul roads and detour roads and will address
maintenance and restoration of roads used under this contract. The Village contact is:

Leanne Walmsley
Village of Hines Creek
Phone: 780-494-3690
Fax: 780-494-3605

5.9 TOWING TRAFFIC

Contrary to Section 2.3.6.2, Towing Traffic, no separate or additional payment wili be made for
towing traffic through the work. Any costs for towing traffic shall be included in the unit price bid
for “Common Excavation”. The Contractor shall supply operators and equipment for towing at
the request of the Consultant.

- 5.10 CONTRACTOR’S USE OF LIME

Contrary to Section 2.3.6.13.5, Drying Wet Material of the Standard Specifications for Highway
Construction, the Municipality/County will not reimburse the Contractor for 50% of the cost for
the supply of lime for drying wet materials. If the Contractor elects to use lime for drying, no
separate or additional payment will be made for the work.

5.11 ENVIRONMENTAL CONTROL
5.141.1 Campsites

Prior to the establishment of a campsite and roads providing access thereto or for other camp
uses, the Contractor shall obtain the approval of the Consultant and contact the local Qfficial
shown following:

Jeff Poeckens

Public Land Officer

Alberta Environment and Parks
Provincial Building

BAG: 900-04

9621 96 Avenue

Peace River, AB

T8S 1T4
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Phone: 780-624-6171
Fax: 780-624-6180

Debris resulting from the clearing undertaken in such areas shall be piled and burned and areas
left in a tidy condition in accordance with the Forest and Prairie Protection Act and regulations.
All campsites shall be kept in a neat and sanitary condition at all times.

Prior to the abandonment of a campsite, the Contractor shall obtain a "Reclamation Clearance”
from the above local Official.

5.11.2 Control of Equipment

The Contractor shall carefully control all equipment and work cperations so that his operations
do not extend beyond the designated working limits unless otherwise specifically authorized by
the Consultant.

5.11.3 Historical Resources

Pursuant to Section 31 of the Historical Resources Act, should any palaesontological or historical
resources be discovered during the conduct of construction activities, the Consultant's
Representative is to be informed immediately. Pursuant to information from the appropriate
governing body, it may be necessary for Alberta Infrastructure and Transportation to issue
further instructions regarding the documentation of these resources.

512 CONTROL OF CLUBROOT
5.12.1 General

Clubroot, caused by Plasmodiophora brassicae, is a serious disease of cruciferous crops {i.e.
mustards, canola, etc.) which can result in reduced to severe yield losses. Clubroot was
declared a pest under Alberta’s Agricultural Pests Act in April 2007. Enforcement of the Act is
the responsibility of the Agricultural Service Board located in each municipality.

The Contractor shall carry out his operations in accordance with the following Provisions and
the Best Management Practices outlined in the Alberta Clubroot Management Plan which is
available online at the following location:

As part of the ECO Plan, the Contractor shall detail his proposed Clubroot control measures for
soil disturbance at location involving Clubroot infected sails.

Details shall include proposed equipment cleaning procedures as well as any other control
measures recommended by the Municipality’s Agricultural Fieldman.

Soil disturbance work shall not commence until the Contractor's ECO Plan has been reviewed
and accepted by the Consultant.

All costs associated with the implementation of Clubroot contral measures, including those
required by the applicable Agricultural Service Board, will be considered incidental to the Work

and no separate or additional payment will be made.
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5.13 CONTROL OF WEEDS AND PESTS

The Contractor shall ensure all equipment, vehicles, tools and other items are clean of soll,
aquatic organisms and plant matter (especially seed heads) prior to entering and leaving the
site.

The Contractor shall submit a proposed procedure for weed and pest control to the Consultant a
minimum of two weeks prior to the pre-construction meeting for review and acceptance.

The Contractor's equipment, vehicles, materials or personnel wil not be permitled to enter the
site prior to acceptance of the Contractor's procedure for weed and pest control.

5.14 WORK IN THE VICINITY OF UTILITIES
5.14.1 General

The Coniractor's attention is drawn to Section 1.2.15, Safeguarding Utility and Railway
Installations, of the General Specifications.

Additional specific requirements for work in the vicinity of utiities and coordination with the
owners and/or operators are listed under the particular utility.

The known utility companies, owners and operators and their representatives are as follows:

ATCO Electric Ltd. Main Office: 780-624-6729
Service Team Leader:

Mike Jevene

P.0. Box 1100

7902 104 Avenue

Peace River, AB T8S 1T9

TELUS Communications Telephone: 780-668-0285
Road Move Coordinator:
Don Cooke (Telecom)

ATCO Gas Ltd Telephone: 780-296-3704
Distribution Foreman
Rob Dingledein

ATCO Pipelines Telephone: 780-219-7094
Transmission Operator
Devon Smith

5.14.2 Utilities and Pipelines

It is the Contractor's responsibility to locate all underground and aboveground utilities and
pipelines. The Contractor is responsible for the cost of repairing any gas line, telephone cables
or any utilities and pipeline damaged as a result of the construction.

5.15 GENERAL SPECIFICATION 1.2.58 "DIESEL FUEL COST ADJUSTMENT"
ADDITION

General specification 1.2.58 "Diesel Fue! Cost Adjustment” will not be used on this project.
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5.16 REMOVAL, SALVAGE AND RE-ERECTION OF EXISTING SIGNS

All existing signs, guideposts and mailboxes, which must be removed in the prosecution of the
Work, shall be carefully salvaged by the Contractor, and reinstalled at a location as directed by
the Consultant.

Critical signs necessary for the protection of traffic such as railroad crossing signs or stop and
curve signs shall be maintained. Maintenance, removal, salvage and reinstallation of signs,
guideposts and mailboxes will not be paid for separately but shall be considered incidental to
the Work.

5.17 SCOPE OF WORK
The scope of work for this project shall include but is not limited to the following:

Subgrade Excavation

Asphalt and Concrete Removals

Granular Base Course

Install Pararamps, Concrete Sidewalk, Gurb and Gutter
Asphalt Concrete Pavement

Supply and Install Catch Basin

Supply and Place Topsoil

Unless otherwise specified, the Contractor shall supply all materials necessary to complete the
Work. A complete job is called for. Therefore, any labour, material, equipment, tool or incidental
item not specifically mentioned, but necessary for completeness will be considered incidental to
the Work and no separate or additional payment will be made.

5.18 LANDOWNER’S RELEASE

The Contractor may have to enter private or crown owned land for supply of borrow and/or
aggregate during completion of the project. Copies of the initial agreements for supply of borrow
shall be supplied to the Village of Hines Creek for their records.

The Contractor is required to obtain the landowners permission and a “Landowner Release”
outlining the landowner’s acceptance of the condition of which his property has been left for any
disruption to private or crown property. These landowner releases shall be supplied to the
Consultant prior to the release of the final holdback on the project.

The Contractor is responsible for addressing and resolving any dispute that arises between the
Contractor and the Landowner by virtue of the agreement between the parties.

In addition, the Contractor shall indemnify and hold harmless the Village of Hines Creek and
their Consultant for any claims the landowners may have regarding the Contractor's work on
private or crown lands.

519 NOTICE TO AFFECTED HOME AND BUSINESS OWNERS

One week prior to the commencement of construction, the Contractor shall hand-deliver to each
household or business in the construction area a notice identifying:

» the name of the Contractor
» a 24 hour telephone number for the Coniractor's site representative
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the name and office number of the WSP Canada Inc. site representative
the nature of the construction to be carried out

the start date and completion date for the identified construction work
an alternate access and parking plan for residents and businesses

a site pltan

The notice is to be provided to WSP Canada Inc. for review and approval at least seven (7)
days prior to distribution.

5.20 SUPPLY OF AGGREGATE (CONTRACTOR SUPPLY WITH NO OPTION)

The Contractor shall supply aggregates entirely from sources of his own choice. Supply of
aggregate will not be paid for separately. The cost of supplying aggregate is considered
incidental to the work or included in the unit price bid for the work for which the aggregate is
being produced.

5.21 COMPACTION FOR GRADING

Contrary t0 2.3.4.7.5.2 “Test Methods” of Specification 2.3 Grading, the test method used for the
testing of the subgrade for compaction will be a vehicle roll test using a loaded gravel or water
truck and/or other equipment approved by the Consultant. Acceptance or rejection of the
compaction will be at the discretion of the Consultant.

Failure to achieve a suitable subgrade preparation via proof rolling will require re-working and
re-compaction of the identified areas.

5.22 SUBGRADE EXCAVATION

The Contractor shall assume ownership of any excavated subgrade, granular or asphalt
material and shall remove it from the roadway to his own storage or disposal site or otherwise
dispose of the material to the satisfaction of the Consultant. Sawcuts and disposal of said
material will be considered incidental to the Work and no separate or additional payment will be
made. Any additional materials that may be necessarily removed in order o achieve the
required subgrade depth will be considered incidental to the Work included in Subgrade
Excavation.

Written approval from the Owner of the disposal site, including proof of the disposal site
cleanup, shall be submitted to the Consultant before full payment for this work will be made.

5.22.1 Measurement and Payment

Measurement for subgrade excavation will be made on a per cubic melre basis, based on
design quantities using dimensions shown on the drawing and/or as determined by the
Consultant.

Payment will be made at the unit price bid per cubic metre for *Subgrade Excavation” and shall
be full compensation for the removal and disposal of all waste material, including granular and
asphalt material, and all labour, equipment and materials necessary to excavate existing
material including sawcuts as shown on the Drawings or as directed by the Consultant,
regardless of their nature.

5.23 GEOGRID

The Contractor shall supply and install biaxial geogrid approved by the Consultant and meet the
following material specifications:

\\\P



Village of Hines Creek -31- Contract: 201-05329-00
Village of Hines Creek Sidewalk Rehabilitation

SPECIAL PROVISIONS
Index Properties Units MD Values' XMD Values'
Apertura Dimensions? mm (in) 25 (1.0) 33(1.3)
Minimum Rib Thickness? mm {in) 0.76 (0.03) 0.76 (0.03)
Tensile Strength @ 2% Strain® kN/m (Ib/it) 4.1 (280) 5.6 (450)
Tensile Strength @ 5% Strain® kN/m (Ibfit) 8.5 {580} 13.4 (920)
Ultimate Tensile Strenght® kiN/m (Ib/ft) 12.4 {850} 18.0 (1,300)

1. Unless indicated otherwise, values shown are minimum average roll values determined
in accordance with ASTM D4759-02. Brief descriptions of test procedures are given in
the following notes.

2. Nominal dimensions.

3. True resistance to elongation when initially subjected to a load determined in
accordance with ASTM D6637-01 without deforming test materials under load before
measuring such resistance or employing “secant” or "offset’ tangent methods of
measurement so as to overstate tensile properties.

5.23.1 Material Installation and Fill Placement

The beginning of a biaxial geogrid installation shall be anchored in place with washers & pins or
heavy gauge staples. The biaxial geogrid shall be installed with a minimum overlap of 0.3 m at
any seam. The overlap shall be maintained by anchoring the mat to the subgrade or using
connection ties between mats. The overlap shall be shingled to reduce the possibility of
separation with fill placement. Fill shall be placed on the biaxial geogrid in a manner that
minimizes the formation of a wave in the sheets of geogrid in front of the advancing fill. Wave
formation in the geogrid mat may require the Contractor to use alternate fill placement or
anchoring/connection methods.

Tracked equipment shall not travel directly on the geogrid. At the Contractor’s risk, rubber-tired
equipment may be allowed to travel directly on the geogrid af very low speeds. Any damaged
geogrid shall be removed or repaired to the satisfaction of the Consultant.

Biaxial geogrid shall be placed in conjunction with woven geotextile after excavation of
deleterious materials from the roadway.

Supply and installation of biaxial geogrid, lapping of the geogrid, stapling or pinning, connection
ties will be considered incidental to the Work. The estimated quantities provided for biaxial
geogrid does not include adjustment for overlapping material and no additional payment will be
made.

5.23.2 Measurement and Payment

Payment for this Work will be made at the unit price bid per square metre for “Geogrid” and shall
be installed per manufacturer's specifications and to the satisfaction of the Consultants. The
price bid will be considered full compensation for alf labour equipment, tools and incidentals
necessary to complete the Work.
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5.24 CONCRETE REMOVAL

The Contractor shall remove and dispose of all concrete surfaces and miscellaneous structures
as indicated by the Consuitant.

Concrete surface materials to be removed shall include concrete sidewalks, swales and any
other concrete structures, not including concrete driveways, indicated by the Consultant.

Miscellaneous structures shall include removing all structures such as catch basins and other
structures as noted on the drawings. Structures to be removed include but are not limited to:

« Square catch basin located on 1st Avenue (Station 1+058)
+ Two culverts encased in concrete located on 2nd Avenue (Station 6+052)

The Contractor shall assume ownership of any excavated concrete material and shall remove it
from the roadway to his own storage or disposal site or otherwise dispose of the material to the
satisfaction of the Consultant. Disposal of said material will be considered incidental to the Work
and no separate or additional payment will be made.

Written approval from the Owner of the disposal site, including proof of the disposal site
cleanup, shall be submitted to the Consultant before full payment for this work will be made.

Saw cutting of all concrete surfaces, sidewalk curb and gutter will be incidental to the work.
5.24.1 Measurement and Payment

Concrete Surface — Remove and Dispose shall be measured in square metres regardless of the
thickness of material being removed.

Concrete Structures - Remove and Dispose will be measured by the individual unit removed
including all associated parts and connections.

Payment for the various types of concrete removals specified will be full compensation for saw
cutting, excavation, breading down, removing, hauling and disposal of the malerial, backfilling,
and all labour, equipment, tools and incidentals necessary to complete the Work to the
satisfaction of the Consultant.

5.25 CONCRETE INSTALLATION

The Contractor shall supply and install all concrete work as shown on the drawings and as
directed by the Consultant. Unless otherwise stated, concrete shali be Class ‘C’ and supplied in
accordance with Specification 5.5 of the Standard Specifications. The Contractor will be
required to submit a concrete mix design to the Consultant for approval prior to construction.

Quantities may vary at the time of construction. The exact locations for installation of concrete
structures of will be determined on site by the consultant at the time of construction. The
contractor shall have no claim against the Village or the Consultant for changes to the estimated
quantities provided in the unit price schedule.

5.25.1 General Concrete Installation

In addition to the specification requirements, the Contractor is to ensure new curb and gutter wilt
have adequate drainage. The Contractor is to check all grades and ensure correct drainage wil
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be provided prior to pouring concrete. This is considered incidental to curb installations and no
separale payment will be made.

Any base material that is not suitable shall be removed and disposed of as directed by the
Consultant and replaced with approved material.

The Contractor will use lean concrete mix of strength 0.7 MPa - 1.5 MPa (or as outlined in the
CSA Standards) in areas around Catch Basins, adjacent to curb and gutter, swales, in areas
within the roadway less than 0.5 m in width or where compaction may be unachievable. This
lean concrete mix can be used within a maximum of 0.075 meters below ACP surface.

All backfill material placed along curbs and sidewalk including, Granular Base Course
and lean mix will be considered incidental to the Work and shall not be paid for
separately.

5.25.2 Compaction

In addition to the specification requirements, all GBC (Des. 2 Class 20) installed under the
concrete curbs and sidewalks shall have a minimum of ninety eight percent (98%) of standard
proctor density; at optimurn moisture content. If the embankment fails to pass the density test, it
shall be re-compacted at adjusted moisture content so that it will pass the density test.

The GBC should extend a minimum of 200 mm beyond the edge of the concrete.
5.25.3 Concrete Testing

Quality control testing will be the responsibility of the contractor as per Specification 5.5.4 of the
Standard Specifications. The Contractor shall use a 3 party firm certified in concrete testing
with knowledge and ability to perform field tests in concrete. The fest results shall be submitted
to the Consultant as they become available. Payment for all concrete work will be reduced by
twenty-five (25%) until 7-day test results are received.

5.25.4 Backfilling

For curb and gutters, sidewalks and monolithic curb, gutter and sidewalks, the Contractor shall
backfill as soon as possible after the removal of forms. The backfill shall be mechanically
tamped and trimmed. Organic soils shall not be permitted for backfilling, except where topsoil is
specified for the top 100 mm of fill.

For curb and gutter the Contractor shall backfill behind the curb with suitable material after the
seven (7) day curing and protection period has elapsed. The backfill shall extend to at least 600
mm behind the curb and shall be compacted in two lifts. Backfill material shall be compacted to
ninety-five percent {95%) $.P.D. which shall be obtained by means of a hand operated
mechanical tamper or other equipment as approved by the Gonsultant.

Backfill conditions must match or exceed preconsiruction conditions unless otherwise
directed by the Consultant.

5.25.5 Standard and Rolled Curb and Gutter
In addition to the specification requirements, reinforcing steel bars will be required at driveway
locations, utility repair locations and commercial crossings as per the drawings, specifications
and as directed by the Consultant. Curb and gutter shall be constructed as per the “Standard
Details” as identified on the design drawings.
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5.25.6 Monolithic Sidewalk, Curb and Gutter

The work shall consist of the removal and disposal of existing subgrade to the limits identified by
the Consultant, subgrade preparation, supply, ptacement and compaction of 150 mm of granular
base course and supply and placement of reinforced concreie (125 mm depth). Reinforcing
steel bars will be required at driveway locations, utility repair locations and commercial
crossings as per the drawings, specifications and as directed by the Consultant.

5.25.7 Para-ramps

All para-ramps shall be constructed as per the “Standard Details” as identified on the design
drawings.

5.25.8 Concrete Swale

In addition to the specification requirements, all concrete swale work is to be constructed as per
the “Standard Details” as identified on the design drawings. Sawcuts for the swale installation
shall be a minimum of 1.75 m from the proposed center line of the swale as laid out by the
construction survey. Sawcuts are incidental to the price of the concrete swale.

5.25.9 Concrete Sidewalks

Concrete Sidewalks shall be constructed as per the “Standard Details” as identified on the
design drawings. Sidewalks must match existing walkways both in grade and width.

5.25.10 Measurement and Payment

Measurement will be made in metres or square metres, whichever is specified, to the nearest
0.1 decimal place and payment will be made at the applicable unit price bid for:

(i) Curb and Gutter, measured along the length of lip of gutier.

(ii) Concrete Swale measured along the length of the flow line.

(i Monolithic Sidewalk, Curb and Gutter measured along the lip of gutter, with separate
payment for each specified width.

(iv)  Goncrete Sidewalks measured per square metre (length and width).

(V) Concrete Sidewalk — Reinforced Crossing per square metre (length and width).

Excavation, base preparation and bedding will not be measured and paid for separately but will
be included in the Contract unit price for the concrete structure.

Dowels and steel reinforcing bars will be incidental to the work and no separate or additional
payment will be made.

The payment for the various types of concrete specified will be full compensation for excavation,
backfilling, base preparation, bedding, granular material, lean mix, supply and application of
curing compound and surface sealing, and all labour, materials, equipment, tools and
incidentals necessary to complete the Work to the satisfaction of the Consultant.

5.26 CATCH BASIN SUPPLY AND INSTALL

The Contractor shall install 900 mm diameter Catch Basins in accordance with the applicable
specifications of the Standard Specifications for Highway Construction; the Provisions contained
herein; and as directed by the Consultant.

Contractor shall connect to the existing 300mm CSP leads and grout all voids to provide a tight
water proof seal.
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Frame and grate for the catch basin shall be as indicated on the drawings. The Contractor shall
place the Catch Basin barrel at the correct elevation such that the frame and grate match the
design curb and gutter grades.

5.26.1 Measurement and Payment

Ali labour and materials required for the installation of Catch Basins and the connection fo
existing leads are to be considered incidental to the bid price for Bid Item — "Supply and Install
Catch Basin” including excavation, bedding, backfill, compaction, and replacement of asphalt
and concrete as required.

5.27 ASPHALT CONCRETE PAVEMENT

The Contractor shall submit an asphalt mix design to the Consultant for approval prior to
construction. The Work shall be performed in accordance with Section 3.50, Asphalt Concrete
Pavement (EPS), of the “Standard Specifications for Highway Construction”, with the exceplion
of the following sections:

5.27.1 Joints

The mixture shall be laid so that all longitudinal joints are made while the first mat of the two
being laid is still hot. A narrow strip along the edge of a mat that is joined with another asphalt
mat shall be left without rolling until the adjoining mat has been placed against it. The joint that
is formed shall be rolled immediately after the adjacent mat has been placed, to ensure a
bonding of the material while the asphalt is still hot.

Transverse joints shall be carefully constructed and thoroughly compacted to provide a smooth
riding surface. Joints shall be straight edged to assure smoothness and true alignment and shall
be offset at least one metre (1 m) from joints of adjacent mats.

All concrete or metal structures, such as gutters, manholes, water valves etc., shall be painted
with an approved bituminous material prior to placing the asphalt.

5.27.2 Tolerances

The finished pavement shall have the thickness specified on the drawings. Areas suspected to
be deficient shali be cored, as directed by the Consultant, on the basis of one (1) core for every
one thousand square meters {1,000 m2) of pavement. At least one (1) core shall be taken at the

designated Marshall location.

Should the asphalt be found to be deficient in thickness, the Contractor will be permitted to take
two (2) additional cores in an effort to isolate and confirm the deficient areas. The location of the
two (2) additional cores shall be located no further than half way between the deficient core and
the next adjacent core or contract boundary.

The exact location of the core locations are to be determined by the Contractor and approved by
the Consultant. The Contractor shall be responsible for all costs associated with the re-coring of

the asphalt.

Areas found to be twenty percent {20%) less than the design thickness shali be repaired at the
Contractor’'s expense.

No additional payment will be made to the Contractor for greater thicknesses.
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The Contractor shall fill all core holes within a maximum period of 24 hours.
5.27.3 Densities

The finished surface shall be shall be compacted in accordance with Specification 3.50, Asphalt
Concrete Pavement (ESP), except that density bonus and penalty will not apply. Density's
below 95%, the owner will determine whether removal and replace is necessary. For material
that is allowed to remain in place, payment will be reduced by 50% of the unit price bid. Areas
below ninety five percent and identified for removal, shall be removed and replaced at the
Contractor’s expense.

5.27.4 Smoothness

The surface of the compacted pavement shall be true to the required grade and cross section
with a smooth riding quality acceptable to the Consultant.

In addition to the above, when checked with a three metre (3 m) straight edge held in
successive positions parallel or perpendicular to the center line and in contact with the surface,
the pavement surface shall not deviate from the straight edge by more than three millimeters (3
mm).

If, in the opinion of the Consultant, an objectionable riding surface exists or a depression or a
bump, the Contractor shall either grind and resurface with an asphalt overlay or remove and
replace the asphalt surface.

5.27.5 Texture

The completed pavement shall have a tightly knit texture and shall be free from segregation and
surface cracking. Mixes that are excessively tender, or difficuilt to roll, shall be redesigned by the
Contractor's Engineer in order to remedy the situation. The new design shall meet all of the
requirements of this section and shall be submitted to the Consultant for approval at least three
(3) working days prior to its use.

5.27.6 Traffic
No traffic shall be allowed on the finished surface until it has cooled to atmospheric temperature.
5.27.7 Segregation

Contrary to Specification 3.50.7.2.2, bonus and penalty for segregation will not apply. However,
this will not relieve the Contractor for his responsibility to repair any segregation as per
Specification 3.50.4.8.1 of the Standard Specifications for Highway Construction.

5.27.8 Measurement and Payment

Measurement will be in square meters to the nearest 0.1m? for the finished surface measured in
the field by the Consultant.

Asphalt will be paid at the unit price bid per square metre for “Asphalt Concrete Pavement --
EPS" for the Mix Type and Thickness specified.

The price bid shall be full compensation for the furnishing, mixing, transportation, gutter and
appurtenance tacking, placing, rolling, compacting and all other labour and materials required to
complete the work in accordance with these specifications.
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528 GRAVEL DRIVEWAY RESTORATION
5.28.1 General

The Contractor shall remove and re-construct gravel driveways to the lines and dimensions
identified in the project plans or as directed by the Consultant. The Work shall include the
removal and disposal of the existing driveway at a minimum of 1.0 m behind the existing curb or
as directed by the Consultant, subgrade preparation, and the supply and placement of 200 mm
of compacted granular base course to match or exceed existing conditions. The work will
include restoring the boulevard from approximately 1+140 to 1+230, along Highway 685
{Government Road).

5.28.2 Measurement and Payment

Measurement will be in square meters to the nearest 0.1m? for the finished surface measured in
the field by the Consultant.

Payment will be made at the unit price bid for “Grave!l Driveway Restoration” and shall be
considered full compensation for the supply of all materials, labor and equipment necessary to
complete the Work to the satisfaction of the Consultant. No payment will be made for work
beyond the limits shown on the project drawings or established by the Consultant without prior
written approval.

5.29 PAVING STONES
5.29.1 General

The Contractor shall remove salvage and or dispose of paving stones to dimensions identified in
the project plans and as directed by the Consultant.

Should the Qwner wish to assume ownership of the material for future repairs, the Contractor
will stockpile the salvaged paving stones at a specified location determined at the time of
construction, otherwise; the Contractor shall assume ownership and will dispose of the material
off site.

5.29.2 Measurement and Payment

Measurement will be in square meters to the nearest 0.1m* measured fin the field by the
Consultant.

Payment will be made at the unit price bid for “Remove and Salvage or Dispose Paving Stones”
and shall be considered full compensation for all labor and equipment necessary to complete
the Work to the satisfaction of the Consultant. No payment will be made for work beyond the
limits shown on the project drawings or established by the Consultant without prior written
approval.

5.30 TOPSOIL — SUPPLY AND PLACE
5.30.1 General

Topsoil shall be capable of supporting the grass growth which is 1o be planted in it. It shall be
friable, neither heavy clay nor excessively sandy in nature and contain a minimum of four
percent (4%) organic matter for clay loams and six percent (6%) for sand loams to a maximum
of twenty percent (20%) (by volume). Topsoil shall be free from subsoil, roots, toxic materials,
grass, weeds, gravel and stones greater than 12 mm in diameter.
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Topsoil shall have an acidity range (pH) of 6.5 to 7.5 and an Electrical Conductivity rating of less
than 2 dS-m (deci-Siemens per metre) for acceptable salinity.

If deemed necessary, the Contractor shall provide test results to the Consultant with the
analysis done on the topsoil by a qualified testing laboratory.

5.30.2 Measurement and Payment

Topsoil will be measured in square metres to the nearest 0.1 square metre based on horizontal
measurements as determined by the Consultant. No allowance will be made for uneven or
sloping ground, overlap.

Payment will be made at the unit price bid per square metre for “Topsoil — Supply and Place".
Quantities will be calculated from site measurements taken in the field by the Consultant. No
payment will be made for work beyond the project dimensions shown on the project drawings or
as designated by the Consultant without prior approval. Payment is to include the placement of
topsoil to a depth of at least 100 mm and re-grading of landscaping behind ali new curb and
gutter. This payment will be full compensation for the supplying and placing of the topsoil as
well as all equipment and materials to complete the work.

5.31 BROADCAST SEEDING
Seed mix shall be supplied and placed by the Contractor.
5.31.1 Seed Mix

A turi-grass mixture shall be used that is capable of withstanding salt splash, drought
conditions, limited fertility and northern winters. The mixture on a weight basis shall be:

. 40% Pubescent Wheet Grass (Agopyron trichophorum)
.« 22% Dahurian Wildrye (Elymus dahuricus)

+ 30% Sheep Fescue (Festuca ovina)

+ 8% Perennial Ryegrass {Lolium perenne)

This seed mix shall be applied at a rate of 1.0 kg/100 m2.
531.2 Fertilizer

Fertilizer shall be standard commercial grade with a guaranteed chemical analysis. Fertilizer
shall be water-soluble granular type. Fertilizer content requirements are:

- 12% Total Nitrogen
- 51% Available Phosphoric Acid
« 0% Potash

This fertilizer shall be applied at a rate of 12.0 kg/100 m?.
5.31.3 Measurement and Payment

Seeding will be measured in square metres to the nearest 0.1 square metre based on horizontal
measurements as determined by the Consultant. No allowance will be made for uneven or
sloping ground, overlap.

Payment for broadcast seeding will be made at the unit price bid per square metre. This
payment will be considered full compensation for the supply and placement of seed, fertilizer,
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harrowing and reseeding as applicable, and includes all labour materials, equipment, tools and
incidentals necessary to complete the Work to the satisfaction of the Consuitant.

5.32 SIDEWALK STORM DRAIN - METAL GRATE

The Contractor shall supply and install metal grate suitable for walkways as per the standard
detail and at the locations specified on the drawings. Prior 10 ordering and installation, the
Contractor shall provide shop drawing to the Consultant for approvals. The Contractor may
submit alternative grate for review and approval.

5.32.1 Measurement and Payment

Payment for this work will be made at the unit price bid for “Supply and Instali Sidewalk Storm
Drain — Metal Grate”. The price bid will be considered full compensation for all labour, materials,
equipment, tools, and incidentals to complete the Work to the satisfaction of the Consultant.

5.33 CONCRETE WALKWAY BRIDGE

The Contractor shall remove and dispose the two (2) existing 300mm culverts, supply and install
concrete walkway bridge as shown in the drawings and as directed by the Consultant. The work
shall be done in accordance with Section 2.4 “Culverts” of the Standard Specifications.

The area shall be excavated a minimum of 0.6m below design elevation and the culvert bed
shall be backfilled with granular material. A three-sided concrele walkway bridge shall shall be
installed as per the dimensions shown in the drawings. Concrete shall be the same Type and
Class as specified in the Special Provisions for concrete installation.

Steel reinforcement, dowels and tie bars, shall be properly spaced, aligned and held in position
during the placement of concrete. 10M rebar shall be spaced as per the drawings.

The finished surface shall be true to cross-section, the top surface shall be flush with new
concrete sidewalk and meet profile grades. The top concrete surface shafl have a brushed
finish.

5.33.1 Measurement and Payment

Measurement and payment for excavation, removal of existing culverts, including the excavation
of existing structures will be made at the unit price bid for "Concrete Structures — Remove and

Dispose”,

Dowels and steel reinforcing bars will be incidental to the work and no separate or additional
payment will be made.

Payment for the work described will be made at the unit price bid for "Concrete Walkway
Bridge”. The lump sum price bid will be considered full compensation for all labour, materials,
equipment, tools, and incidentals to complete the Work to the satisfaction of the Consultant.

5.34 REMOVE EXISTING POLE

The Contractor shall remove and dispose existing wooden power poles or tree stumps
protruding from the sidewalk to the satisfaction of the Consuitant. Should pulling not be possible
the area shall be excavated to a depth suitable to the Consultant, the pole shall be sawcut and
left in place. Unsuitable material will be removed and disposed offsite. The area shall be
backfilled with native or suitable imported backfill material and compacted to a minimum of 95%

compaction to the finished subgrade elevations.
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5.34.1 Measurement and Payment

Payment for this work will be made at the unit price bid for “Remove Existing Wooden Pole”.
The price bid will be considered full compensation for all excavation, backfill, labour, materials,
equipment, tools, and incidentals to complete the Work to the satisfaction of the Consultant.

5.35 APPROACH REMOVAL AND DITCH GRADING

The Gontractor shall remove the existing approach located south of the school access. The
work shall include but not limited to:

Saw cutting pavement

Excavation including, removal and disposal of gravel and asphalt
Denuding vegetation

Importing and placing topsoil

Seeding and fertilizing

The Contractor shall assume ownership of all excavated material including existing asphatt
concrete pavement and granular material and dispose of the material at the nearest approved
location.

The work shall include approximately 30 metres of minor ditch grading as indicated on the
drawings and as directed by the Consultant.

5.35.1 Measurement and Payment

Payment for this work will be made at the unit price bid for “Approach Removal and Ditch
Grading”. The price bid will be considered full compensation for all cutting of pavement,
excavation, placing of topsoil, seeding, labour, materials, equipment, tools, and incidentals to
complete the Work to the satisfaction of the Consultant.
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6. SPECIFICATION AMENDMENTS
6.1 AMENDMENT TO SPECIFICATION 1.2, GENERAL, RE: INSURANCE

Section 1.2.4, “Insurance” of the General Specifications shall be modified to require the
inclusion of the Owner and WSP Canada Inc. as additional insured for this project.

Sub-section 1.2.4(i) is modified to read: “General Liability Insurance in an amount not less than
five million dollars ($5,000,000) inclusive per occurrence, ...”

6.2 AMENDMENT TO SPECIFICATION 1.2, GENERAL, RE: CLAIMS AND
DISPUTE RESOLUTION

Delete the contents of Section 1.2.57.1.2 Resolution of Claims and 1.2.57.2, Dispute Resglution
Process and replace with;

1.2.57.1.2 Resolution of Claims

Where the Owner (or their Representative) or the Contractor considers that a Claim has arisen
under the Contract, the Owner (or their Representative) or the Contractor shall issue a Notice of
Claim to the other party.

A Notice of Claim shall be in writing and shall state the details of the claim. A Notice of Claim
issued by the Contractor to the Owner pursuant to this Coniract shall be served to the
Consuitant.

A Notice of Claim shall be served as soon as possible after the occurrence of the circumstance
giving rise to the Claim and not later than seven (7) days after the occurrence of the
circumstance, or the claimant becoming aware of the circumstance. Failure to serve a Notice of
Claim within the prescribed time period will preclude the claimant from proceeding with the
Claim,

The Parties shall make bona fide efforts to resolve a claim and the Work shall proceed without
delay during the claims resolution process. This shall include both parties actively participating
in the resolution of the claim, neither of whom may delegate the resolution of the claim to
another party. Attempts to resolve claims shall sequentially follow the administrative review
structure as follows:

1. Constultant - Project Manager / Area Manager / Regional Manager
2. The Chief Administrative Officer for the Village of Hines Creek

If there is failure to reach agreement through this administrative review, either party may
proceed to litigation either with or without the agreement of the other party.

6.3 AMENDMENTS TO SPECIFICATION 1.2, GENERAL, RE: 1.2.16
ENVIRONMENTAL MANAGEMENT, PRODUCED SAND AND CONTAMINATED
SOILS

i) Section 1.2.16.4.4, Produced Sand and Contaminated Soils, is replaced in its
entirety with the following:

Produced Sand and Contaminated Soils
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Produced Sand (oilfield waste sand) or any other contaminated soils as defined in Provincial
Legislation are prohibited from use as a stand-alone or component material in any or all phases
of construction on Alberta Transportation projects including grading, base course, paving and
bridge work.
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i gid § INVITATION TO TENDER
T o i Village of Hines Creek

Plans may be obtained from the from the office of the engineer, WSP, at 9020 90
Street, Peace River, Alberta on or after August 17, 2020,

Deposit: $50.00 payable to WSP (Non-refundabie)
Tenders will be received by the undersigned until: 2:00 p.m. on August 31, 2020.

At the office of:

WSP

9020 — 90 Street

PO Box 7766 Station Main
Peace River, AB T8S1T3
Phone: 780-624-5631

Fax: 780-624-3732

For the following work:
Contract: 201-05329-00

‘Monolithic Curb and Gutter, Concrete Sidewalk, Asphalt Concrete Pavement
and Other Work

VILLAGE OF HINES CREEK SIDEWALK REHABILITATION
10" Street, 2 Avenue North & South, 15! Avenue, Gov't Road & School
Crossing

Approximate Quantities:

ACP (EPS) Mix Type M1 {PG 52-34) (75 mm Thickness) 475 m?
ACP (EPS) Mix Type H2 (PG 52-34) (120 mm Thickness) 100 m?
Concrete Surface Remove and Dispose 961 m2
Concrete Sidewalk 262 m?
Monolithic Sidewalk, Curb and Gutter (1.2 m wide) A7 m
Monolithic Sidewalk, Curb and Gutter (2.4 m wide) 176 m
Pararamp 11 units
Supply and Install Sidewalk Storm Drain — Metal Grate 1 unit
Concrete Walkway Bridge 1 Lump Sum
Topsail ~ Supply and Place 1000 m?

Note: This Gontract is a Contractor's Supply of Aggregate — No Option and
has a completion date of June 30, 2021.

Tenders must be accompanied by a certified cheque or bid bond {along with a
consent of surety) in the amount of ten percent (10%) of the total sum tendered. If
tender documents are obtained from Buildworks Canada, it is the Bidder's responsibility to
ensure that addenda have been received prior to tender closing. Lowest or any tender
will not necessarily be accepted. If further information is required, please contact
Leanne Walmstey, Chief Administrative Officer for the Village Of Hines Creek, at
780-494-3690.

For technical or engineering information, please contact Mr. Josh Warkentin,
WSP, at 780-624-3732.
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| LIST OF DRAWINGS

5329-01 - OVERALL PLAN

5326-02 - AREA#1 OVERALL & PROFILE
5329-03 - AREA #2 OVERALL & PROFILE
532904 - AREA#3 OVERALL & PROFILE
532905 - AREA#4 OVERALL

53208 - STANDARD DETALS
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